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7. Press the REPEAT key once and symbol (.3 appears on the display and the current track
is repeated. When the key is pressed twice the symbol (- appears and indicates repeat
play of the disc. TO cancel these functions press the REPEAT key.

8. Programming the CD player — in STOP mode.

(i) Press the PROGRAM key

(ii) Use the next PP or previous <4 key to select a track.

(iii) Press REPEAT key to memorise the selected track in your program. Repeat stages (ii)
and (iii) to program a maximum of 20 tracks.

(iv) Press the PLAY key to start the program (Note: The program repeats itself until the CD
player is stopped).

TUNER OPERATION

For FM reception connect a dipole aerial using 75Q2 coaxial to the socket at the rear of the unit.

Connect the supplied antenna to the AM spring loaded terminals.

1. Select TUNER mode with the Line select switch.

2. Select AM or FM with the BAND key.

3. Use the UP/DOWN keys to set a frequency manually or the SCAN key to automatically
search for the desired station.

4. To program a station press the ME (Memory) key.

5. Press a MEMORY key (M1 to M5) or SHIFT key and memory key (M6 to M10) to store a
frequency.

Operation The Cassette Player

The cassette mechanism fitted into the cassette module is an auto-reverse type which detects
when the end of the tape has been reached and will automatically reverse the direction of the
tape and play the opposite side of the cassette, this function will continue until the cassette is
removed from the module.

NOTE: Due to the abrasive nature of cassette tapes some oxide from the tape will be deposited
on to the cassette mechanism and therefore the mechanism will need cleaning at regular
intervals. Cleaning cassettes can be purchased from most good hi-fi stores. DO NOT use C120
cassettes.

Inserting a cassette
The cassette should be inserted edge first with the exposed tape on the right-hand side, push the
cassette into the mechanism until the cassette drops into position.

Removing the cassette
Firmly press the eject button, the cassette will be ejected.

Fast Wind

The cassette can be fast wound in either direction to any position on the tape by pressing one the
of the fast wind buttons.

Direction Change

The side of the cassette currently playing can be changed to play the other side of the cassette at
any time by pressing both fast wind buttons simultaneously.




Line Output Connection

This equipment provides two booster output sockets which can be used to drive a booster
amplifier in situations where more power is required. Connection is via RCA phono pluge. (See
above)

Loudspeaker Connection

This equipment prévides four different types of loudspeaker output, these are 100V, 70V, 25V line
and low impedance, you can only use one of these output at any one time, any attempt to use two
or more of these may result in damage to the amplifier.

100V Line

These loudspeakers are most commonly used in the Europe for PA distribution. When the
amplifier is at full output 100V RMS will be present at the output terminals. Only use 100V line
loudspeakers with this output. All loudspeakers are wired in parallel and the sum of the power
tapping of each loudspeaker must not exceed the rated output of the amplifier, Ideally, due to the
nature of loudspeaker and transformer impedance’s. it is advisable not to load the amplifier to
greater than 70% of its rated output when using music sources.

Zone 1 & 2
In addition to the normal 100V line output there are two sets of 100V line terminals for 2 zones
which can be selected using the push buttons on the front panel

70V / 25V Line
This system is common in the USA, it operates on exactly the same principals as 100V line
except that at rated output the amplifier will have 70V RMS or 25V RMS on its output terminals.

Low Impedance (8Q2)

This output allows connection of standard low impedance loudspeakers, the minimum load
impedance must be 8Q), when two or more loudspeakers are used ensure that they are wired in
such a way that the load impedance is between 82 and 16().

CD OPERATION

1. Select CD mode with LINE select switch.

2. Press POWER key on CD player

3. Load disc (label side up) into player and PLAY starts automatically.

4. Press PAUSE key and symbol I appears in the display and play is suspended.
Press pause key to resume play.

. Pressing PP key selects the next track and €4 key the previous track

6. Press the RANDOM key, random appears in the display and tracks are played out of

sequence.
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